主要设计思路
主要设计思路：

PWM控制模块：输入0代表0.5ms，255代表2.5ms，0.5ms到2.5ms中间的2ms用8位控制信号控制，即256个分辨率指示,即2ms对应256，所以一个周期20ms对应2560。要在20ms(f=50Hz)内计数2560次，则计数时钟为128Khz(50*2560Hz),因此分频时钟=128KHz。然后根据占空比控制信号的值确定20ms周期内的高电平持续时间，即可控制pwm波形占空比。
分频模块：定义一个分频常数，当输入不同时钟时，只需要改变该常数即可。

工程文件
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程序文件
顶层模块，N为通道数，可自由设置，程序默认设置为4通道。对应的log2_N就为2。

若N=8，log2_N就为3，以此类推。
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hannelin_channell:

input clk,
input rse_n,
input [7:0] duty ctrl,
input load,

[parameter cnt_para=10'd20;

wire clk enable;
reg [7:0] duty ctrl N [0 :

integer n;

2if(1rse_n)begin

input [log2 N-1:0]address
output [channel-1:0]PWM ¢

out

channel-1];

always@ (posedge clk or negedge rse_n)

for (n=0; n<channel; n=n+1)

duty_ctrl N[n]<=g'd0;
end
else

if(load)

else

W W wwww N

duty_ctrl Nladdress]<=duty_ctrl;




分频模块
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[Emodule divider(
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hannelin_channel[1]._single_channel
hannelin_channell:

ngle_channelin_channel[3].i_singee_channel

reg clk_pluse=

reg [9:0] count=10'd0;

always@ (posedge clk

if (count>=cnt_para
count<=0;

else
count<=count+1;

assign clk enabls

0'd0)?21:0;





单通道PWM生成模块
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[Emodule single_channel (
input clk,

input clk_enable,
input [7:0] duty ctrl,
output PWM_out

)i

- channel

[
Qe W

- channel
‘le_channel
- channel

reg [15:01 duty cnt=16'd0;
reg PWM_reg=0;
always@ (posedge clk

if (clk_enable)
if (duty cnt>=16'd2559

duty_cnt<=16'd0;

else

duty_cnt<=duty_cnt+16'dl;

else

dutv cnt<=dutv cnt:




程序运行
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程序RTL图
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Testbench
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module N_channel ctrl vig_tst():

r input
reg [1:0] address;
reg clk:

reg [7:01 duty_ctrl;
reg load:

reg rse_n;

-PWM_out (PWM_out) ,
.address (address) ,
.clk(clk),
.duty_ctrl (duty_ctrl),
-load(load),
.rse_n(rse_n)

=2"'b00;
Jduty_ctrl=8'do;
1oa

#1007
rse n=1;

Jduty_ctrl=8'do;
Erepeat (5)begin
load=1;

#200;





仿真图
仿真设置不同地址和占空比的情况，地址ADDR 00~11切换，占空比duty_cycle累加变化。整体仿真图，
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脉冲分频模块仿真图
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cnt_para=10'd20;（DE1-SOC板子该参数修改为390，具体位置代码有注释）
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单通道控制模块仿真图
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计数到2559
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